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Client Unico Tower Lobby / Seattle, WA, USA
Specifier MBT Architecture / Architect
Product NEW/ACOUSTIC 3D system using ACM15 / White Matte micro-perforated membranes over fiberglass backing
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Client Aquarena / Arras, France
Specifier Alain Sarfati Architectures / Architect
Product NEW/ACOUSTIC 3D systems using ACL101 / White Lacquer and ACL26 / Blue Lacquer micro-perforated membranes over 3D aluminum skeleton
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NEW/ACOUSTIC is a patented NEWMAT micro-perforating process that can be 
applied to any of our membranes. The diameter of the micro-perforation can vary 
in order to provide specific absorption at different frequencies. 

NEW/ACOUSTIC, through its range of perforation options, with or without 
acoustical backing, and combined with different plenum depths, will act as a 
Helmholtz resonator, effectively tuning the absorption and providing an acoustical 
spectrum to match the requirements of your application. 

NEW/ACOUSTIC is ideal for all applications in which it is necessary to control  
the range of the human voice, eliminating unwanted echoes while keeping the 
space alive.

NEW/ACOUSTIC micro-perforated membranes allow more high frequency 
information through, which is attenuated in the plenum with backing materials.  
At the same time, more energy is reflected than if the backing materials were 
fully exposed, which avoids creating a “dead-sounding” space.

NEW/ACOUSTIC, with 250,000 micro-perforations per square meter, provides 
the perfect balance between the acoustical properties and mechanical resilience, 
while the micro-perforations remain invisible. 

NEW/ACOUSTIC allows you to create beautiful spaces 
with exceptional acoustical comfort through tailored 
sound absorption

Client Providence Public Safety Complex / Providence, RI, USA
Specifier Jung Brannen Associates / Architect
Product NEW/ACOUSTIC 3D system using ACM15 / White Matte micro-perforated membranes over fiberglass backing
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Client Musee d’Arts de Nantes / Nantes, France
Specifier Stanton Williams / Architect
Product NEW/ACOUSTIC and NEW/LIGHT double-layer system using ACT0BM / Soft White Translucent and ACT1 / Natural micro-perforated membranes

NEW/ACOUSTIC, as a single or a double-layer system 
with translucent micro-perforated membranes, can 
become not only an acoustical absorber but also a 
lighting system.
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Client Musee d’Arts de Nantes / Nantes, France
Specifier Stanton Williams / Architect
Product NEW/ACOUSTIC and NEW/LIGHT double-layer system using ACT0BM / Soft White Translucent and ACT1 / Natural micro-perforated membranes
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Client Port of Long Beach / Long Beach, CA, USA
Specifier Gensler / Architect
Product NEW/ACOUSTIC 3D system using ACM15 / White Matte micro-perforated membranes over aluminum skeleton to achieve a 7” 
vertical return on all sides

Because of their flexible nature, the 
NEW/ACOUSTIC membranes can be 
used to create shapes and forms for 
3D applications.

3D
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Client Centre Aquatique de Cognac / Cognac, France
Specifier BVL Architecture / Architect
Product NEW/ACOUSTIC system using ACL101 / White Lacquer membranes with custom perforations of 300,000 perforations per square 
meter with a diameter of 0.5 mm

The NEW/ACOUSTIC membranes are ideal for 
indoor pool applications. Not only are they 
unaffected by the humidity, heat and chlorine 
present in this environment, but they also help 
to tone down the high frequency sounds that 
reverberate through most indoor pool spaces.

for Indoor Pools
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Client Queens Museum of Art / Flushing, NY, USA
Specifier Grimshaw Architects / Architect 
Product NEW/ACOUSTIC & NEW/MIRODAL custom panels / baffles using ACM15 / White Matte micro-perforated membranes over custom 
aluminum frames and acoustical fiberglass backing

Our NEW/ACOUSTIC micro-perforated 
membranes can be used to wrap  our 
NEW/MIRODAL custom panel systems. &
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Freq.
Hz No Fill 1" thk, 6# F/glass 2" thk, 3# F/glass No Fill 1" thk, 6# F/glass 2" thk, 3# F/glass No Fill 1" thk, 6# F/glass 2" thk, 3# F/glass

50 -0.08 0.11 0.09 -0.08 0.01 -0.03 0.07 -0.05 -0.29
63 0.20 0.18 0.24 0.24 0.17 0.12 0.13 0.15 0.12
80 0.33 0.28 0.30 0.18 0.29 0.18 0.15 0.27 0.12

100 0.49 0.60 0.56 0.57 0.46 0.68 0.18 0.26 0.36
125 0.23 0.32 0.45 0.54 0.62 0.73 0.33 0.47 0.54
160 0.40 0.45 0.60 0.66 0.75 0.92 0.57 0.68 0.96
200 0.31 0.47 0.71 0.57 0.72 1.00 0.49 0.66 0.96
250 0.30 0.55 0.95 0.47 0.69 1.02 0.50 0.74 1.00
315 0.41 0.74 0.99 0.50 0.69 0.86 0.44 0.58 0.74
400 0.52 0.85 0.99 0.52 0.74 0.87 0.42 0.63 0.72
500 0.55 0.80 0.83 0.46 0.64 0.70 0.37 0.49 0.58
630 0.55 0.76 0.78 0.47 0.61 0.69 0.38 0.50 0.59
800 0.55 0.66 0.71 0.45 0.55 0.64 0.38 0.51 0.60
1000 0.51 0.61 0.67 0.44 0.59 0.64 0.48 0.63 0.65
1250 0.44 0.54 0.62 0.41 0.57 0.58 0.48 0.60 0.61
1600 0.37 0.52 0.57 0.44 0.58 0.58 0.45 0.55 0.57
2000 0.42 0.55 0.54 0.44 0.57 0.57 0.44 0.54 0.55
2500 0.43 0.55 0.51 0.41 0.53 0.54 0.42 0.49 0.52
3150 0.38 0.51 0.47 0.40 0.48 0.46 0.40 0.45 0.47
4000 0.33 0.46 0.39 0.35 0.41 0.39 0.38 0.38 0.43
5000 0.27 0.44 0.35 0.31 0.35 0.33 0.35 0.36 0.39
6300 0.23 0.44 0.29 0.25 0.30 0.22 0.30 0.25 0.36
8000 0.12 0.41 0.18 0.19 0.20 0.14 0.28 0.19 0.31

10000 0.01 0.43 0.01 0.03 0.05 -0.03 0.23 0.04 0.22
NRC1 0.45 0.65 0.75 0.45 0.60 0.75 0.45 0.60 0.70
SAA2 0.45 0.63 0.74 0.47 0.62 0.72 0.44 0.58 0.67

Temp (oF) 70.5/73 71.5/72.5 70.5/73 70.5/74 70.5/73.5 70.5/73.5 70.5/72 70.5/72 70.5/73.5
Humid (%) 57/61 59/65 57/61 57/60 57/60 57/58 57/57 57/61 57/55
BP (%) 30.5/30.48 30.48/30.48 30.5/30.48 30.5/30.7 30.5/30.7 30.5/30.7 30.5/30.5 30.5/30.48 30.5/30.5
1Noise Reduction Coefficient, NRC, per ASTM C423.
2Sound Absorption Coefficient, SAA, per ASTM C423.
3Test environment conditions listed were those present during empty room measurements and during specimen measurement respectively (e.g., "empty room 
temp/room with specimen temp.")

4" Cavity Depth
Fill Arrangement

Absorption Coefficient

Test Environment Conditions3

6" Cavity Depth
Fill Arrangement

Absorption Coefficient

8" Cavity Depth
Fill Arrangement

Absorption Coefficient

Freq.
Hz No Fill 1" thk, 6# F/glass 2" thk, 3# F/glass No Fill 1" thk, 6# F/glass 2" thk, 3# F/glass No Fill 1" thk, 6# F/glass 2" thk, 3# F/glass

50 -0.03 0.13 0.08 0.21 -0.07 0.09 0.14 -0.14 0.04
63 0.29 0.19 0.19 0.04 0.17 0.20 0.10 0.13 0.32
80 0.21 0.26 0.29 0.28 0.27 0.30 0.24 0.27 0.21

100 0.63 0.46 0.63 0.56 0.62 0.70 0.24 0.28 0.42
125 0.31 0.33 0.39 0.67 0.63 0.77 0.36 0.51 0.69
160 0.43 0.44 0.68 0.74 0.87 0.99 0.80 0.90 1.19
200 0.36 0.42 0.87 0.71 0.85 1.09 0.62 0.76 1.06
250 0.38 0.64 1.00 0.61 0.83 1.05 0.56 0.79 0.91
315 0.51 0.84 0.98 0.65 0.74 0.85 0.50 0.58 0.67
400 0.66 0.95 0.93 0.60 0.77 0.80 0.49 0.61 0.60
500 0.62 0.77 0.78 0.51 0.60 0.65 0.42 0.48 0.55
630 0.62 0.72 0.73 0.51 0.59 0.65 0.45 0.52 0.58
800 0.63 0.67 0.72 0.54 0.62 0.68 0.53 0.62 0.66
1000 0.70 0.72 0.77 0.69 0.73 0.77 0.67 0.74 0.76
1250 0.73 0.74 0.76 0.71 0.77 0.77 0.69 0.73 0.75
1600 0.64 0.65 0.66 0.64 0.67 0.67 0.63 0.66 0.65
2000 0.57 0.57 0.58 0.55 0.58 0.57 0.55 0.58 0.57
2500 0.48 0.48 0.48 0.50 0.50 0.49 0.48 0.49 0.48
3150 0.40 0.42 0.42 0.44 0.42 0.42 0.42 0.43 0.43
4000 0.36 0.36 0.36 0.40 0.36 0.36 0.38 0.39 0.40
5000 0.33 0.33 0.33 0.41 0.34 0.35 0.38 0.39 0.39
6300 0.26 0.26 0.26 0.40 0.22 0.27 0.32 0.32 0.37
8000 0.20 0.20 0.17 0.36 0.12 0.21 0.32 0.32 0.36
10000 -0.02 -0.02 0.05 0.38 -0.02 0.07 0.23 0.23 0.30
NRC1 0.55 0.70 0.80 0.60 0.70 0.75 0.55 0.65 0.70
SAA2 0.57 0.68 0.77 0.60 0.69 0.75 0.55 0.63 0.69

Temp (oF) 70.5/73.5 70.5/73.5 70.5/73.5 71.5/72 70.5/72 70.5/73 70.5/72 70.5/72 70.5/73.5
Humid (%) 57/60 57/60 57/60 59/63 57/61 57/61 57/57 57/57 57/56
BP (%) 30.5/30.48 30.5/30.48 30.5/30.48 30.48/30.7 30.5/30.7 30.5/30.7 30.5/30.5 30.5/30.5 30.5/30.5
1Noise Reduction Coefficient, NRC, per ASTM C423.
2Sound Absorption Coefficient, SAA, per ASTM C423.
3Test environment conditions listed were those present during empty room measurements and during specimen measurement respectively (e.g., "empty room 
temp/room with specimen temp.")

Test Environment Conditions3

4" Cavity Depth
Fill Arrangement

Absorption Coefficient

6" Cavity Depth
Fill Arrangement

Absorption Coefficient

8" Cavity Depth
Fill Arrangement

Absorption Coefficient

Table1: Absorption Test Results for Single Layer of Micro-Perforated 
Membrane manufactured and supplied by Newmat USA, Inc. suspended 
over various cavity depths.  

Table1: Absorption Test Results for Double Layer of Micro-Perforated 
Membrane manufactured and supplied by Newmat USA, Inc. 
suspended over various cavity depths.  

Client Saint Ambrose Catholic Church / Woodbury, MN, USA
Specifier BWBR Architects / Architect 
Product NEW/ACOUSTIC system using ACLS24 / Marine micro-perforated membranes with fiberglass backing 

Below are various absorption spectrums provided by 
some NEW/ACOUSTIC systems, which include various 
perforations, acoustical backing options, and plenum 
depths.

ACOUSTICAL 
PROPERTIES.



17



18
Client Bank of America Headquarters / Charlotte, NC, USA
Specifier Skidmore, Owings & Merrill (SOM) / Architect and HDLC / Lighting Designer
Product NEW/ACOUSTIC 3D system using ACS600 / White Satin micro-perforated membrane over 3D aluminum skeletons and acoustical backing
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Client Fayetteville Public Library / Fayetteville, AR, USA
Specifier Meyer, Scherer & Rock Castle (MS&R) / Architect
Product NEW/ACOUSTIC 3D system using ACM15 / White Matte micro-perforated membranes over double-profile skeleton and air cavity
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LIGHT TROUGH (BY OTHERS)
NEWMAT SINTRA

2

4

3

NEWMAT CD TUBE

NEWMAT MEMBRANE

1" FIBERGLASS INSULATION

NEWMAT 12" SINTRA

1
8" ALUMINUM PLATE BY NEWMAT

2"x2" C CHANNEL TORSION SPRING RECEIVER

TORSION SPRING

1
4" THREADED ROD BY NEWMAT

LIGHT TROUGH (BY OTHERS)

NEWMAT SINTRA

NEWMAT CD TUBE

NEWMAT MEMBRANE

1" FIBERGLASS INSULATION

1
8" ALUMINUM PLATE

NEWMAT FILLER PANEL

5 NEWMAT FILLER PANEL

NEWMAT SINTRA

NEWMAT CD TUBE

NEWMAT MEMBRANE

1" FIBERGLASS INSULATION

NEWMAT 12" SINTRA

1
8" ALUMINUM PLATE BY NEWMAT

2"x2" C CHANNEL TORSION SPRING RECEIVER

TORSION SPRING

1
4" THREADED ROD BY NEWMAT

6

PLATE ATTACHED TO PANEL

VARIES; SEE RCP

VARIES; SEE RCP

VARIES; SEE RCP

ALIGN

ALIGN

ALIGN

Client Kaye Scholer / New York, NY, USA
Specifier Gensler / Architect
Product NEW/ACOUSTIC & NEW/MIRODAL torsion spring panels using ACL1 / White Lacquer micro-perforated membranes over custom 
aluminum frames and fiberglass backing 

Below are some of the NEW/ACOUSTIC 
details we have engineered for our projects. 
We often create and extrude new profiles 
to meet the design or technical needs of a 
specific project. 

DETAILS.
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SCALE : 3" = 1'-03 SCALE : 3" = 1'-04
REF.  4/A-2.1 

DETAIL @ NEWMAT CEILING 

REF.  10/A-2.1 

DETAIL AT LIGHT COVE AT STONE WALL CLAD
WEST & EAST ENDS

A B C E D ABECD

SCALE : 3" = 1'-04A
REF.  SK-21

OPENING AT NEWMAT CEILING 

AB EC DAB EC D

MAIN DINING AREA

A-02
2

A-02
3

A-02
4

A-02
1

A-02
3

A-02
4A

E

℄
D

℄
C

℄

NEWMAT CEILING
+11'-3" A.F.F.

Client Toku Restaurant / Manhasset, NY, USA
Specifier Bentel & Bentel / Architect
Product NEW/ACOUSTIC clouds using L1 / White Lacquer membranes with 45-degree bullnose perimeters and fiberglass backing 

Below are some of the NEW/ACOUSTIC 
details we have engineered for our projects. 
We often create and extrude new profiles 
to meet the design or technical needs of a 
specific project. 

DETAILS.
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Client Eurohypo AG / New York, NY, USA
Specifier Carl Pucci Architect / Architect
Product NEW/ACOUSTIC clouds using ACM15M / White Matte membranes over custom skeleton and batt insulation

Below are some of the NEW/ACOUSTIC 
details we have engineered for our projects. 
We often create and extrude new profiles 
to meet the design or technical needs of a 
specific project. 

DETAILS.
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Client DLA Piper / Chicago, IL, USA
Specifier Gensler / Architect
Product NEW/ACOUSTIC systems using ACL101 / White Lacquer micro-perforated membranes over fiberglass backing 
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Client MOMA Restaurant / New York, NY, USA
Specifier Bentel & Bentel / Architect
Product NEW/ACOUSTIC floating clouds using ACL101 / White Lacquer micro-perforated membranes with bullnose 45 and 
13-degree perimeters and fiberglass backing
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Client Alexandria Center for Life Science / New York, NY, USA
Specifier Bentel & Bentel / Architect
Product NEW/ACOUSTIC floating systems using ACS600 / White Satin and ACL1 / White Lacquer micro-perforated membranes with cus-
tom bullnose profiles and fiberglass backing

Below are some of the NEW/ACOUSTIC details we 
have engineered for our projects. We often create 
and extrude new profiles to meet the design or 
technical needs of a specific project. 

DETAILS.
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CROSS SECTION OF FRAMING

3
4

NTS
DETAIL A DETAIL D

NTS
NTS

DETAIL B NTS
DETAIL C DETAIL E

NTS

Client St. Louis Zoo / St. Louis, MO, USA
Specifier Peckham Guyton Albers & Viets / Architect
Product NEW/ACOUSTIC 3D system using ACM15 / White Matte micro-perforated membranes over fiberglass backing

Below are some of the NEW/ACOUSTIC details we 
have engineered for our projects. We often create 
and extrude new profiles to meet the design or 
technical needs of a specific project. 

DETAILS.
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1

1
2" WOOD PANELING &
1
2" PLWYOOD (BY OTHERS)

ACL53/FUMEE MICROPERFORATED LACQUER MEMBRANE

2

NEWMAT CEILING GHOST ACOUSTIC PVC

1" 6LB DENSITY WHIPERTONE WHITE-FACED INSULATION

NOTE: EXPOSED NEWMAT TRACK PAINTED
TO MATCH SHERMAN WILLIAMS SW7064

1

Client Chefs Club / New York, NY
Specifier Rockwell Group / Architect 
Product NEW/ACOUSTIC systems using ACL53 / Fumée Lacquer micro-perforated membranes over fiberglass backing

Below are some of the NEW/ACOUSTIC details we 
have engineered for our projects. We often create 
and extrude new profiles to meet the design or 
technical needs of a specific project. 

DETAILS.
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Client Natural History Museum / Mexico City, Mexico
Specifier RDT Architects/ Architect and Gantos Arquitectos / Architect and Studio Metria / Architect
Product NEW/ACOUSTIC 3D systems using ACM17 / Lys Matte micro-perforated membranes over dome-like skeleton
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SCALE :1/16" = 1'-0

1 SCALE :3" = 1'-0
ENLARGED DETAIL

ENLARGED DETAIL
SCALE :3" = 1'-02 4 SCALE :3" = 1'-0

ENLARGED DETAIL

ENLARGED DETAIL
SCALE :3" = 1'-03 ENLARGED DETAIL

SCALE :3" = 1'-05

6 SCALE :3" = 1'-0
ENLARGED DETAIL

ENLARGED DETAIL
SCALE :3" = 1'-07

8 SCALE :3" = 1'-0
ENLARGED DETAIL

NEWMAT GHOST 2LS RAIL ALUMINUM
SCALE : FULL SCALE9

REFER TO: 6/6A9.59 REFER TO: 7/6A9.59 REFER TO: 4/6A9.59 REFER TO: 5/6A9.59

REFER TO: 1/6A9.59REFER TO:18/6A9.59REFER TO: 4 & 5/6A9.59

Client Washington Dulles International Airport / Dulles, VA, USA
Specifier SOM / Architect
Product NEW/ACOUSTIC & NEW/LIGHT systems using ACT0B/White Translucent and ACT7/Clear micro-perforated membranes with 
fiberglass backing 

Below are some of the NEW/ACOUSTIC details we 
have engineered for our projects. We often create 
and extrude new profiles to meet the design or 
technical needs of a specific project. 

DETAILS.
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Below are some of the NEW/ACOUSTIC details we 
have engineered for our projects. We often create 
and extrude new profiles to meet the design or 
technical needs of a specific project. 

DETAILS.

Client IBM Cambridge / East Cambridge, MA, USA
Specifier The Switzer Group / Architect
Product NEW/ACOUSTIC & NEW/MIRODAL 3D systems using ACM15 / White Matte micro-perforated membranes over custom aluminum 
framing and fiberglass backing
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Client Sherwood High School / Sherwood, OR, USA
Specifier LSW Architecture / Architect
Product NEW/ACOUSTIC curved systems using S601 / Blanc Douceur Satin membranes with #2 perforation over batt insulation
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Client Groupe Scolaire Pasteur / Tourcoing, France
Specifier SERGA / Acoustical Consultant
Product NEW/ACOUSTIC systems using ACM15 / white matte micro-perforated membranes and acoustical blanket backing
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Classical PVC Alux Classical Aluminum Corniche PVC Élégance PVC

Invisible Plafond  PVC

Ghost Bullnose 45°

Ghost Structure

Ghost Pivot

Invisible Plafond Aluminum

Ghost Bullnose 13°

Ghost Cube

Invisible mural Aluminum

Invisible Mural Double PVC

Ghost 2-LS PVC Magic LED Magic LED 50

Mirage PVC

Double Ghost Aluminum

Ghost Framing

Invisible Murale PVC

Ghost Tube TS

Ghost Panel

Double Classique PVC Ghost Tube Double Ghost Tube

Ghost Round Tube Ghost Double Round Tube Ghost round Tube 6’’ Ghost Large PivotGhost 2-LS 7’’ Aluminum

Ghost 4-CRC

PROFILES. NEWMAT offers more than 40 different profiles 
in either PVC or aluminum. They are chosen for a 
project based on their aesthetic, technical, and/or 
curving abilities. NEWMAT often produces custom 
profiles to meet the specific design requests of our 
clients.
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L 37
Lie de vin
Bs2d0 / Class A / 1,5m

L 19
Bordeaux
Bs2d0 / Class A / 1,50m

L 54
Touraine
Bs2d0 / Class A / 1,50m

L 69
Abakan
Bs2d0 / Class A / 1,30m

L 45
Capucine
Bs2d0 / Class A / 1,50m

L 21
Vermillon
Bs2d0 / Class A / 1,50m

L 57
Cacao
Bs2d0 / Class A / 1,50m

L 13
Mangue
Bs2d0 / Class A / 1,50m

L 43
Pêche
Bs2d0 / Class A / 1,50m

L 15
Tenere
Bs2d0 / Class A / 1,50m

L 14
Bouton d’or
F (M2) / Class A  / 1,30m

L 36
Bois de rose
Bs2d0 / Class A / 1,50m

L 9
Paille
Bs2d0 / Class A / 1,50m

L 10
Abricot
Bs2d0 / Class A / 1,50m

L 44
Citron
Bs2d0 / Class A / 1,50m

L 68
Alizées
Bs2d0 / Class A / 1,50m

L 6
Créole
F / 1,30m

L 41
Plomb
Bs2d0 / Class A / 1,50m

L 60
Grenadelle
Bs2d0 / Class A / 1,50m

L 42
Noisette
Bs2d0 / Class A / 1,50m

L 73
Linz
Bs2d0 / Class A / 1,50m

L 2
Perle
Bs2d0 / Class A / 1,50m

L 72
Elise
Bs2d0 / Class A / 1,50m

L 64
Ivoire
Bs2d0 / Class A / 1,50m

L 22
Mastic
Bs2d0 / Class A / 1,50m

L 34
Café crème
F / 1,30m

L 8
Grey
Bs2d0 / Class A / 2m

L 66
Parana
Bs2d0 / Class A / 1,50m

L 67
Bergame
Bs2d0 / Class A / 1,50m

L 18
Rose indien
Bs2d0 / Class A / 1,50m

L 65
Pacifique
F (M2) / Class A  / 1,30m

L 32
Absinthe
F (M2) / Class A / 1,30m

L 16
Azalee
Bs2d0 / Class A / 1,50m

L 401
Noir
Bs2d0 / Class A / 2m

L 62
Corossol
Bs2d0 / Class A / 1,50m

L 56
Nevee
F / 1,30m

L 39
Parme
Bs2d0 / Class A / 1,50m

L 47
Twing
Bs2d0 / Class A / 1,50m

L 28
Caraïbe
Bs2d0 / Class A / 1,50m

L 49
Pétrole
Bs2d0 / Class A / 1,50m

L 51
Cobalt
Bs2d0 / Class A / 1,50m

L 29
Vert anglais
Bs2d0 / Class A / 1,50m

L 24
Marine
Bs2d0 / Class A  / 2m

L 25
France
Bs2d0 / Class A / 1,50m

L 26
Piscine
Bs2d0 / Class A / 2m

L 38
Myosotis
Bs2d0 / Class A / 1,50m

L 63
Vahiné
Bs2d0 / Class A / 1,50m

L 101
Blanc
Bs2d0 / Class A / 2m

L 35
Praliné
Bs2d0 / Class A / 1,50m

L 53
Fumée
Bs2d0 / Class A / 1,50m

L 11
Sandstone
Bs2d0 / Class A / 2m

L 78
Keltic
Bs2d0 / Class A / 2m

L 7
Chocolat
Bs2d0 / Class A / 1,50m

L 55
Sable
F / 1,30m

L 46
Vert d’eau
F (M2) / Class A  / 1,35m

L 61
Aquarelle
Bs2d0 / Class A / 1,50m

PL 434
Feu
F / 1,30m

PL 433
Espace
F / 1,30m

PL 432
Azur
F / 1,30m

PL 431
Cyan
F / 1,30m

M 16
Coquille d’oeuf
Bs2d0 / Class A / 2m

M 23
Soleil
F / 1,30m

M 22
Jade
F / 1,30m

M 17
Lys
Bs2d0 / Class A / 2m

M 20
Ébène
Bs2d0 / Class A / 2m

M 15
Blanc mat
Bs2d0 / Class A / 2m

EC 190
Blanc épais
F (M1) / Class A  / 1,90m

M 21
Tourterelle
F / 1,30m

M 18
Tilleul
Bs2d0 / Class A / 2m

M 19
Gris Mat
F / 1,30m

PL 435
Titane
F / 1,30m

LM 85
Lave
F / 1,35m

LM 86
Galet
F / 1,35m

LM 58
Émeraude
F / 1,35m

LM 87
Abysse
F / 1,35m

LM 31
Veine bleu
F / 1,30m

PLAFOND TENDU ACOUSTIQUE 

ACOUSTICAL STRETCH CEILINGS

AKUSTISCHE SPANNDECKE

SPANPLAFOND AKOESTISCH

TECTO ESTENDIDO ACUSTICO

SOFFITTO TESO ANTI-RUMORE

TECHOS TENSADOS ACÚSTICOS

АКУСТИЧЕСКИЙ НАТЯЖНОЙ ПОТОЛОК

ΑΚΟΥΣΤΙΚΉ ΤΕΤΑΜΕΝΉ ΟΡΟΦΉ

PLAFOND TENDU PERFORÉ

PERFORATED STRETCH CEILING

GELOCHTE SPANNDECKE 

GEPERFOREERD SPANNPLAFOND

TECHO TENDIDO PERFORADO

RIVESTIMENTO TAPPEZZATO PERFORATO

TECTO ESTENDIDO PERFURÃDO

ПЕРФОРИРОВАННЫЙ ПОТОЛОК

ΤΕΝΤΩΜΕΝΟ ΔΙΑΤΡΉΤΟ ΟΡΟΦΉΣ

PLAFOND TENDU ACOUSTIQUE 

ACOUSTICAL STRETCH CEILINGS

AKUSTISCHE SPANNDECKE

SPANPLAFOND AKOESTISCH

TECTO ESTENDIDO ACUSTICO

SOFFITTO TESO ANTI-RUMORE

TECHOS TENSADOS ACÚSTICOS

АКУСТИЧЕСКИЙ НАТЯЖНОЙ ПОТОЛОК

ΑΚΟΥΣΤΙΚΉ ΤΕΤΑΜΕΝΉ ΟΡΟΦΉ

PLAFOND TENDU PERFORÉ

PERFORATED STRETCH CEILING

GELOCHTE SPANNDECKE 

GEPERFOREERD SPANNPLAFOND

TECHO TENDIDO PERFORADO

RIVESTIMENTO TAPPEZZATO PERFORATO

TECTO ESTENDIDO PERFURÃDO

ПЕРФОРИРОВАННЫЙ ПОТОЛОК

ΤΕΝΤΩΜΕΝΟ ΔΙΑΤΡΉΤΟ ΟΡΟΦΉΣ

PLAFOND TENDU ACOUSTIQUE 

ACOUSTICAL STRETCH CEILINGS

AKUSTISCHE SPANNDECKE

SPANPLAFOND AKOESTISCH

TECTO ESTENDIDO ACUSTICO

SOFFITTO TESO ANTI-RUMORE

TECHOS TENSADOS ACÚSTICOS

АКУСТИЧЕСКИЙ НАТЯЖНОЙ ПОТОЛОК

ΑΚΟΥΣΤΙΚΉ ΤΕΤΑΜΕΝΉ ΟΡΟΦΉ

PLAFOND TENDU PERFORÉ

PERFORATED STRETCH CEILING

GELOCHTE SPANNDECKE 

GEPERFOREERD SPANNPLAFOND

TECHO TENDIDO PERFORADO

RIVESTIMENTO TAPPEZZATO PERFORATO

TECTO ESTENDIDO PERFURÃDO

ПЕРФОРИРОВАННЫЙ ПОТОЛОК

ΤΕΝΤΩΜΕΝΟ ΔΙΑΤΡΉΤΟ ΟΡΟΦΉΣ

LAQUÉS- LACKEFFEKTE - DE GELAKTE - LOS LACADOS 
I LACCATI - LACADOS - ЛАКОВЫЙ - ΤΕΛΕΙΩΜΑ ΛΑΚΑ

LACQUER FINISH MATTE FINISH
MATS - MATTEFFEKTE - DE ONGEPOLIJSTE  
LOS MATES - GLI OPACHI - MATES - МАТОВЫЙ
ΤΕΛΕΙΩΜΑ ΜΑΤ

SPARKLE
PAILLETTÉ -GLANS - LANTEJOULA - БЛЕСТКА 

MARBLE FINISH
MARBRES - MÁRMOLES - MARMI  
МРАМОР - ΜΑΡΜΑΡΑ

OPTIONS
MEMBRANE
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S 628
Rochester
F /1,45m

S 613
Bleu pastel
Bs2d0 / Class A / 2m

S 630
Volga
Bs2d0 / Class A / 1,50m

S 629
Aden
Bs2d0 / Class A / 1,50m

S 617
Gris basalte
Bs2d0 / Class A / 2m

S 626
Cambera
Bs2d0 / Class A / 2m

S 624
Bakold
Bs2d0 / Class A / 1,50m

S 616
Ocre rouge
Bs2d0 / Class A / 2m

S 605
Kiwi
Bs2d0 / Class A / 1,40m

S 625
Nairobi
Bs2d0 / Class A / 1,50m

S 618
Opale
Bs2d0 / Class A / 2m

S 615
Crême
Bs2d0 / Class A / 2m

S 614
Saumon
Bs2d0 / Class A / 1,40m

S 610 
Pamplemousse
Bs2d0 / Class A / 2m

S 623
Long beach
Bs2d0 / Class A / 1,50m

S 604
Amandine
Bs2d0 / Class A / 1,40m

S 627
Sérénité
Bs2d0 / Class A / 1,50m

S 641
Beige
Bs2d0 / Class A / 2m

S 601
Blanc douceur
Bs2d0 / Class A / 1,40m

S 622 
Kananga
Bs1d0 / Class A / 2m

S 631
Albane
Bs2d0 / Class A / 2m

S 612
Ananas
Bs2d0 / Class A / 1,40m

S 611
Vanille
Bs2d0 / Class A / 2m

S 609
Grenadine
Bs2d0 / Class A / 1,40m

S 6000
Supersmooth
Bs2d0 / Class A / 2m

S 600
Neige
Bs2d0 / Class A / 2m

S 606
Spinel
Bs2d0 / Class A / 2m

S 638S
Coal
Bs2d0 / Class A / 2m

S 632
Phoénix
Bs2d0 / Class A / 2m

RF 25
Safari
F / 1,35m

LM 76
Lac
F / 1,30m

LM 75
Océan
F / 1,30m

RF 26
Raid
F / 1,35m

R 21
Curaçao
F / 1,35m

R 22
Champagne
F / 1,35m

R 19
Vodka
F / 1,35m

R 31
Lagon
F / 1,35m

R 33 
Hollywood
F / 1,35m

R 32
Vermeil
F / 1,35m

R 30
Platine
F / 1,35m

RF 24
Tole
F / 1,35m
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R 34
Cherry
F / 1,35m

LM 73
Nuage
F / 1,30m

R 20
Algue
F / 1,35m

DF 18
Atlantique
F / 1,40m

DF 14
Amazone
F / 1,40m

DF 16
Rubis
F / 1,40m

DF 11
Noir
F / 1,40m

DF 15
Porto
F / 1,40m

DF 17
Pacifique
F / 1,40m

DF 10
Café
F / 1,40m

DF 19
Taupe
F / 1,40m

DF 9
Tabac
F / 1,40m

DF 20
Sahara
F / 1,40m

DF 22 

Cythère
F / 1,40m
DF 7
Chamois
F / 1,35m

DF 13
Étain
F / 1,40m

DF 8
Sable
F / 1,40m

G 15
Silver
F / 1,35m

G 14
Noir
F / 1,35m

EC 2139
Blanc dos gris
F (M1) / Class A  / 2,10m

EC 1026
Gris
F (M1) / Class A  / 1,18m

EC 1040
Translucide
F (M2) / Class A  / 2,40m

MX 02
Blanc mat
F  / 5m

LX01
Blanc laqué
F  / 5m

TX04
Translucide
F  / 5m

SX03
Blanc satiné
F  / 5m

MTL 1
Argent
F  / 1,30m

MTL 4
Cuivre
F  / 1,30m

MTL 6
Graphite
F  / 1,30m

MTL 3
OR
F  / 1,30m

PA 10
Gobbi
F / 1,30m

PA 13
Tanami
F / 1,30m

T 10
Cristal
F / Class A / 1,3m

T 3 
Bleu
F  / 1,4m

T 1
Naturel
F (M1) / Class A  / 1,4m

T 11

F (M2) / Class A  / 1,4m

T 4
Vert
F  / 1,4m

T0B 6
Semi Transparent
Bs1d0 / Class A / 2m

T0B 2
Blanc
Bs2d0 / Class A / 2m

T0B 33006
Boréal
Bs2d0 / Class A / 2m

T0B
Blanc
Bs2d0 / Class A / 2m

T0B 1320
Translucide
F  / Class A / 3,2m

T0B 3S
Translucide blanc
Bs2d0 / Class A / 2m

T0B 3M
Translucide blanc
Bs2d0 / Class A / 2m

T0B 4
Blanc
Bs2d0 / Class A / 2m

T0B 5
Blanc
Bs2d0 / Class A / 2,4m

Transparent 
cristal frosted

ANTI-MICROBIEN ET ANTI-FONGIQUE 

ANTIMICROBIAL AND ANTIFUNGAL

BAKTERIEN- UND PILZHEMMENDE

ANTIMICROBEN-EN ANTISCHIMMELMIDDELEN 

ANTIBACTERIANO Y FUNGICIDA

ANTIMICROBICO E ANTIFUNGO

ANTIMICROBIANO E ANTIFÚNGICO

АНТИМИКРОБНАЯ И АНТИБАКТЕРИАЛЬНАЯ

ΑΝΤΙ-ΜΙΚΡΟΒΙΑΚΩΝ ΚΑΙ ΑΝΤΙ-ΜΥΚΉΤΙΑΚΩΝ

PLAFOND TENDU IMPRIMÉ

PRINTED STRETCH CEILING

BEDRUCKTE SPANNDECKE

GEDRUKT SPANPLAFOND

SOFFITTO TESO STAMPATO

TECHO TENSADO IMPRESA

ПЕЧАТНАЯ НАТЯЖНОЙ ПОТОЛОК

TECTO FALSO IMPRESSO

ΤΥΠΩΜΕΝΟ ΤΕΤΑΜΕΝΉ ΟΡΟΦΉ

ANTI-MICROBIEN ET ANTI-FONGIQUE 

ANTIMICROBIAL AND ANTIFUNGAL

BAKTERIEN- UND PILZHEMMENDE

ANTIMICROBEN-EN ANTISCHIMMELMIDDELEN 

ANTIBACTERIANO Y FUNGICIDA

ANTIMICROBICO E ANTIFUNGO

ANTIMICROBIANO E ANTIFÚNGICO

АНТИМИКРОБНАЯ И АНТИБАКТЕРИАЛЬНАЯ

ΑΝΤΙ-ΜΙΚΡΟΒΙΑΚΩΝ ΚΑΙ ΑΝΤΙ-ΜΥΚΉΤΙΑΚΩΝ

PLAFOND TENDU IMPRIMÉ

PRINTED STRETCH CEILING

BEDRUCKTE SPANNDECKE

GEDRUKT SPANPLAFOND

SOFFITTO TESO STAMPATO

TECHO TENSADO IMPRESA

ПЕЧАТНАЯ НАТЯЖНОЙ ПОТОЛОК

TECTO FALSO IMPRESSO

ΤΥΠΩΜΕΝΟ ΤΕΤΑΜΕΝΉ ΟΡΟΦΉ

ANTI-MICROBIEN ET ANTI-FONGIQUE 

ANTIMICROBIAL AND ANTIFUNGAL

BAKTERIEN- UND PILZHEMMEND

ANTIMICROBEN-EN ANTISCHIMMELMIDDELEN 

ANTIBACTERIANO Y FUNGICIDA

ANTIMICROBICO E ANTIFUNGO

ANTIMICROBIANO E ANTIFÚNGICO

АНТИМИКРОБНАЯ И АНТИБАКТЕРИАЛЬНАЯ

ΑΝΤΙ-ΜΙΚΡΟΒΙΑΚΩΝ ΚΑΙ ΑΝΤΙ-ΜΥΚΉΤΙΑΚΩΝ

PLAFOND TENDU IMPRIMÉ

PRINTED STRETCH CEILING

BEDRUCKTE SPANNDECKE

GEDRUKT SPANPLAFOND

SOFFITTO TESO STAMPATO

TECHO TENSADO IMPRESA

ПЕЧАТНАЯ НАТЯЖНОЙ ПОТОЛОК

TECTO FALSO IMPRESSO

ΤΥΠΩΜΕΝΟ ΤΕΤΑΜΕΝΉ ΟΡΟΦΉ

SATINÉS - SEIDENGLANZ-EFFEKTE 
DE GESATINEERDE - LOS SATINADOS - I SATINATI 
ACETINADAS - САТИН - ΤΕΛΕΙΩΜΑ ΣΑΤΙΝΕ

SATIN FINISH
ASPECTS - ASPEKTE - DE ASPECTEN - LOS ASPECTOS 
DECORS - ASPECTOS - ВИДОВОЙ - ΔΙΑΚΟΣΜΉΤΙΚΑ

DECORS

GAUFREES - RELIËF METALEN AFWERKING
ACABADO DE METAL EN RELIEVE - METALLO FINITURA 
GOFFRATA РЕЛЬЕФНЫЕ МЕТАЛЛИЧЕСКИЕ ОТДЕЛКА

EMBOSSED METAL

MODE - FASHION - MODA - МОДА - ΜΟΔΑ
FASHION

SCREEN
ÉCRAN - BILDSCHIRM ) SCHERM - SCHERMO 
PANTELLA - ЭКРАН 

SUEDE FINISH
DAIMS - WIDLEDEREFFEKTE - DE SUÈDE 
LOS ANTES  - LOS CAMOSCIATO - I DAINI 
ЗАМШЕВЫЙ - ΤΕΛΕΙΩΜΑ ΣΟΥΕΤ

TRANSLUCIDES  - LICHTDURCHLÄSSIG - TRANSLÚCIDO 
DOORSCHIJNEND - TRASLUCIDO - TRANSLÚCIDO 
ПОЛУПРОЗРАЧНЫЙ - ΉΜΙΔΙΑΦΑΝΉΣ  

TRANSLUCENT

METAL
METAL - METAAL - METALLO - ΜΕΤΑΛΛΟ - 
МЕТАЛЛ

PATINA FINISH
PATINÉS - PATINIERT - GEPATINEERD - 
PATINADO ПАТИНОЙ - ΜΕ ΠΑΤΙΝΑ

XTRA

COLOR



52 Client Conseil Général de Loire Atlantique
Specifier Atelier Brenac & Gonzalez / Architect and Berranger & Vincent Architects / Architect
Product NEW/ACOUSTIC 3D ceilings and walls using ACL101 / White Lacquer micro-perforated membranes over aluminum skeleton
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NEWMAT USA
81 Mahan Street, West Babylon, NY 11704, USA

 Tel : 631-261-1498 / Fax : 631-261-1756
newmat@newmatusa.com

www.newmatworld.com


